
 
 

TECHNICAL SPECIFICATION 

 

MAIN FEATURES: 

 Up to 14 selectable symbolrates 

 Support for all FEC ratios 

 DVB-SI support 

 Supports EPG event information 

 Transmission of EBU Teletext with up to 32 pages containing up to 250 

subpages 

 User  interface support for keyboard/LCD and Microsoft Windows based 

software control 

 Very fast user interface. No endless waiting for parameter changes. 

 Upgradable firmware 

VIDEO INPUT: 

 Video Input Connector..……………………… BNC 

 Video Input Level…..……………………..……0.5V..1.4V, 1V nominal 

 Impedance……………………………………...75 Ohm 

 Video format………………………..…………..PAL and NTSC 

 Note: video frame must be 50Hz +/- 50ppm (Pal) to obtain encoder lock. 

 

 



 
 

AUDIO INPUT: 

 Audio Input Connector………………………….XLR-3 Canon 

 Audio Input Level……………………………....+10dBm max. 

 Impedance……………………………………….> 100kOhm, Unbalanced 

 Audio Frequency Interval………….…………..25 Hz- 15 KHz 

 Audio Frequency Response……….…………+/- 0,5 dB max. 

 Operating  Modes……………………………..Stereo,Joint Stereo,Dual channel and  
      single Channel 
 

 Sampling Frequencies………………………..32kHz,48kHz,56kHz,64kHz,80kHz, 

      96kHz,112kHz,128kHz,160kHz, 

      92kHz,224kHz,256kHz,320kHz,384kHz 

 Compression……………………………………MPEG1 Layer2 

 Bitrate…………………………………………….256 or 384 kbit/sec   

 

POWER: 

 Line Input Voltage Range..…………………….185-265 VAC  

 Line Frequency…..……………………………...50 Hz +/- %10 

 Temperature Range…...………………………-15C to 50C 

 Humudity…..…………………………………....% 30-80 

 

 

 



 
 

MPEG ENCODER BOARD: 

 General 

 Power supply  8..12V, 2.5 Watt max. 

 Size (hxw)   100mmx80mm 

DVB-S I/Q BASEBAND BOARD: 

 General 

 Power supply    8..12V, 2.5 Watt max 

 Size (hxw)     120mmx100mm 

 2x transport stream input for direct connection with MPEG encoder 

 input for real-time audio interface 

 2 line LCD display 

 PLL control 

 Band switch control output 

 10 bit differential I//Q output 

 FEC     ½, 2/3, ¾, 5/6, 7/8 

 Supported symbol rates  12.5, 8.33, 6.25, 5, 4.167, 3.571, 3.125, 

                 2.778, 2.5,2.273, 2.083, 1.923, 

1.786, 1.667 

 Static SI tables inserted by CPU EN 300 468 support (NIT,SDT,EIT,TDT) 

 

 

 



 
 

RF MODULATOR BOARD: 

 General 

 Power supply            12V, 1 Watt max 

 Size (hxw)          60mmx100mm 

 Output level             +10dBm typical 

 Modulation……………………………………….QPSK 

 Frequency………………………………………..350..500MHz 

 Return Loss………………………………….....>10 dB 

 Spurious…………………………………………>-60dBc/4kHz 

 Connector………………………………………. SMA type 

 

 

 

 

 

 

 

 


